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Rehabilitation of M1 Road: Romanian border — Leuseni — Chiginau — Dubasari - Ucrainian Border,
km 0+000 — km 1+000 (BCP Leuseni)

Location: National Road Administration (NRA)
Bucuriei 12A str., MD - 2004, 4th floor, office 400
Chisindu, Republic of Moldova

Time: 10:30 am (local time)
Date: October 09, 2026
Attendance:

Client’s representatives:

e Mrs. Natalia CAPATINA — Chief of Project Implementation Unit, National Road
Administration;

e Mrs. Liuba TURCAN - Contract monitoring consultant, Project Implementation Unit,
National Road Administration.

Seven (7) participants were connected online, via zoom, through the link provided by NRA before the
meeting. The session has been recorded.
No participants attended the meeting in person.

Opening:

Mrs. Natalia CAPATINA has welcomed all the participants and has introduced the reason of the
meeting. Further she has pointed out to the participants that the event was held in accordance with para
7.4, Section | - Instructions to Bidders, Bidding Documents, aimed at clarifying issues and answering
questions on any matters that may be raised at this stage.

Participants have been informed that the meeting’s presentation does not replace or modify any
provisions of the bidding document mentioned above. In case of contradiction between the presentation
and the bidding document, the terms and conditions of the bidding document take precedence.

Mrs. Liuba TURCAN has continued the presentation on the scope of works and has made a brief
overview on the geometrical parameters of the roads, major structural works and main estimated
quantities for the respective works contract.

Discussions:

Participants raised their questions and some of them were further discussed and answered in general
lines. Mrs. Natalia CAPATINA has specified that all the questions will be formally answered through
a Clarification Document, that will be made public to all interested bidders.

Closing:

At the end, Mrs. Natalia CAPATINA thanked the representatives of firms for their attendance, and
wished them good luck in the bidding process.




Rehabilitation of M1 Road: Romanian border — Leuseni — Chiginau — Dubasari - Ucrainian Border,
km 0+000 — km 1+000 (BCP Leuseni)

Note:
The information presented during the pre-bid meeting is not exhaustive, it provided only a summary
of the most important issues and clauses from Bidding Documents, therefore in preparing their Bids,

the bidders should follow the complete set of Bidding Documents, including answers to the Requests
for Clarification and Amendments, if appropriate.

Annex:

e Annex A — Meeting’s presentation.




Rehabilitation of M1 Road: Romanian border — Leuseni — Chiginau — Dubasari - Ucrainian Border,
km 0+000 — km 1+000 (BCP Leuseni)

Annex A
Pre-Bid Meeting’s Presentation




Republic of Moldova
The Ministry of Infrastructure and Regional
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Moldova Rural Connectivity Project

Rehabilitation of M1 Road: Romanian border-Leuseni-Chisinau-
Dubasari-Ucrainian Border, km 0+000 — km 1+000 (BCP Leuseni)

Pre-Bid Meeting

MRCP/W8/01

October 9", 2026



Important Notice

=

This presentation is for
information and clarification
purposes only and does not
replace, amend, or modify
any provisions of the Bidding
Document referred to above.

B

2,

In the event of any
discrepancy or inconsistency
between this presentation
and the Bidding Document,
the terms and conditions
of the Bidding Document
shall prevail.
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3% Procurement Method

Bidding will be conducted through national competitive procurement using a

Request for Bids (RFB), Small Works, as specified in the World Bank’s

“Procurement Regulations for IPF Borrowers - Procurement in Investment Projects

Financing; Goods, Works, Non-Consulting and Consulting Services”, revision September 2025
(“Procurement Regulations”), and is open to all Bidders as defined in the Procurement Regulations.
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Open to all Bidders

(as defined in the
Procurement Regulations)

In accordance with the
World Bank’s Procurement
Regulations

Revision
September 2025

Request for Bids
(RFB), Small Works

This procurement method ensures transparency, fairness,
and equal opportunity for all eligible bidders.




Period of Validity of Bids

120 calendar days
from the closing
date of the bid.



1 (one) electronic copy
(on USB-stick)

. '. The envelope shall contam Letter of Bid, Bill of Quantities, Bid-Securing Declaratlon and- - -
s e other documentatuon (as descrlbed |n ITB 11 1) shaII be prowded e
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QUALIFICATION REQUIREMENTS

The qualification of the bidder submitting
the lowest evaluated  substantially
responsive bid IS assessed In accordance
with the criteria specified in Section |1l of
the Bidding Documents.



Qualification Criteria

« Eligibility

« Historical Contract Non-Performance

* Financial Resources

* Experience

* Personnel

* Equipment




Equipment

The Bidder must demonstrate that it will have access to the key Contractor’s equipment listed hereafter:

Equipment Type and Characteristics Minimum Number required
Mobile Concrete batching Plant () (30-50m3/h)
Wheel loader Min capacity bucket 2 —3 m3
Compaction equipment; Steel Drum with vibe
Hydraulic excavator min capacity (15-20t)

Dump trucks (min. capacity 15 tonnes each)
Milling Machine 1,5m wide cut

Grader 140kw

Road marking equipment for temporary purposes
Single drum vibe roller
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Note:

Bidders may use Concrete paver (slipform) in the execution of the works, should they decide to do so.

The Bidder shall provide further details of proposed items of equipment using the relevant Form in Section IV.

The Bidder may propose in its Bid, the use of ready-mixed concrete, provided that the concrete class, quality and
performance characteristics comply with the requirements specified in the Design and Technical Specifications.
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Evaluation

The Employer shall use the criteria and
methodologies listed above. By applying the set
criteria and methodologies, the Employer shall
determine the Most Advantageous Bid. This is the
Bid of the Bidder that meets the Qualification
Criteria and whose Bid has been determined to be:

(a) substantially responsive to the bidding
document; and
(b) the lowest evaluated cost.

The currency that shall be used for Bid evaluation and comparison
purposes to convert at the selling exchange rate all Bid prices
expressed in various currencies into a single currency is: EURO.

The source of exchange rate shall be: National Bank of Moldova.
The date for the exchange rate shall be: the date of bids opening.



OTHER

A Bid-Securing Declaration shall be
required (1TB 19.1).

(To complete the Form of Bid-Securing Declaration in
Section 1V Bidding Forms).

Bid Security is NOT required!!!

The prices quoted by the Bidder shall

$ B f not be subject to adjustment.
" W " e

Electronic Bidding is not permitted.

Environmental and Social (ES) Performance
Security is NOT required.



Duration of the Contract:

The contract iIs expected to start in March 2027

Time for completion:
365 days from the Commencement Date
+ 1 year DNP




SUPERVISION OF CIVIL WORKS

The Project manager will be notified to the
successful bidder prior to the Commencement
Date.

If the Project Manager Is not available at the
date of Contract Agreement or becomes
unavailable during the term of the Contract,
the Employer exercise Engineer’s Duties and
Authorities on an interim basis, In order not to
delay the Contract performance.



Tax and Custom Facilities

In accordance with the applicable law, no duties, taxes, or other
levies shall be payable by the Contractor under the Contract. No
such duties, taxes, or other levies shall be included in the rates
and prices or in the total Bid Price submitted by the Bidders and
shall not be paid and/or reimbursed by the Employer.

Law No. 176 dated July 11, 2024, on the ratification of the Loan
Agreement between the Republic of Moldova and the
International Bank for Reconstruction and Development, and Law
No. 177 dated July 11, 2024, on the ratification of the Financing
Agreement between the Republic of Moldova and the
International Development Association and Government Decision
No. 114, 2025 for the implementation of the Moldova Rural
Connectivity Project, provide the Contractor with VAT exemption
with the right to deduct and, respectively, exemption from excise
duty, customs duties, fees for customs procedures, and VAT
exemption without the right to deduct.



Environmental & Social Requirements

The Contractors should follow a set of
environmental guidelines for  contractors
prescribed by the ESMP;

Contractors should submit, as part of their bid, a
site-specific Contractor’s Environmental and
Social Management Plan (C-ESMP based on
ESMP attached to BD, with the detailed
description of Implementing arrangements)
Including implementation staff.



Health & Safety Reguirements

A Health and Safety Plan must be prepared and approved prior to any
works commencing on site. The H&S Plan must demonstrate the
Contractor’s understanding of how to manage safety and a
commitment to providing a workplace that enables all work activities
to be carried out safely. The H&S Plan must detail reasonably
practicable measures to eliminate or minimize risks to the health,
safety and welfare of workers, contractors, visitors, and anyone else
who may be affected by the operations taking into consideration that
IS a border zone.

The H&S Plan must be prepared in accordance with the World
Bank’s EH&S Guidelines and the relevant Moldova health and safety
legislation.

The H&S Plan must be overseen by dedicated OHS personnel with
appropriate qualifications.

Contractors should pay attention on requirements of Labor
Management Procedures (LMP).



M1 Road: Romanian border-Leuseni-Chisindu-Dubéasari-Ucrainian
Border, km 0+000 — km 1+000 (BCP Leuseni)
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Scope of Works

The main works consist from followings quantities:

Over 14.000 cub.m of Earthworks;

Over 1.150 cub.m of asphalt concrete milling to any depth;

Over 13.200 square metre of foundation layer mixture of cement
stabilized aggregates;

Over 2.800 cub.m. of cement concrete for road pavement;

Over 1200 linear meters of transversal drain with pipe drain;

Over 380 linear meters of guardrail installation;

Over 160 linear meters of reinforced concrete barrier (type New Jersey);
Over 550 linear meters of galvanized metal fence;

Over 30 pcs of signs installation;

Over 2.000 square meters of road marking application;

Over 400 square meters of sidewalk construction;

One police station installation, including ancillary works;

Utilities rearrangement as road illumination, communication cables, and
underground sewerage.
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The scheme of the execution of road wear delormation Joints.
Schema executari rosturilor de deformare a ombracamintel rutiera
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